<table>
<thead>
<tr>
<th>Abstract-ID</th>
<th>Poster No</th>
<th>Abstract Title</th>
<th>Surname</th>
<th>Firstname</th>
</tr>
</thead>
<tbody>
<tr>
<td>8</td>
<td>Po 1-14</td>
<td>Effect of thermo-mechanical treatment on nano-structure of 9Cr-ODS steel</td>
<td>Oka</td>
<td>Hiroshi</td>
</tr>
<tr>
<td>158</td>
<td>Po 1-16</td>
<td>Influence of Friction Stir Welding Conditions on Joinability of ODS/F82H Joint</td>
<td>Serizawa</td>
<td>Hisashi</td>
</tr>
<tr>
<td>239</td>
<td>Po 1-17</td>
<td>Transmission Electron Microscopy at samples of Thermo-Mechanically Treated RAFM steels</td>
<td>Jäntsch</td>
<td>Ute</td>
</tr>
<tr>
<td>288</td>
<td>Po 1-18</td>
<td>ANISOTROPY IN MICROSTRUCTURE AND MECHANICAL PROPERTIES OF 12CR-ODS FERRITIC STEELS</td>
<td>Li</td>
<td>Yanfen</td>
</tr>
<tr>
<td>314</td>
<td>Po 1-19</td>
<td>Nanoindentation on single- and dual-beam irradiated ODS-14Cr alloys</td>
<td>Hilger</td>
<td>Isabell</td>
</tr>
<tr>
<td>342</td>
<td>Po 1-20</td>
<td>EFFECTS OF ZIRCONIUM AND CARBON ON MECHANICAL PROPERTIES OF ODS FERRITIC STEELS</td>
<td>Chen</td>
<td>Dongsheng</td>
</tr>
<tr>
<td>408</td>
<td>Po 1-21</td>
<td>A FABRICATION STUDY ON AUSTENITIC ODS STEEL</td>
<td>Gräning</td>
<td>Tim</td>
</tr>
<tr>
<td>Page</td>
<td>Po</td>
<td>Title</td>
<td>Authors</td>
<td>Authors</td>
</tr>
<tr>
<td>------</td>
<td>----</td>
<td>----------------------------------------------------------------------</td>
<td>--------------</td>
<td>---------------</td>
</tr>
<tr>
<td>467</td>
<td></td>
<td>EFFECTS OF TEMPERATURE AND ORIENTATION ON THE TENSILE PROPERTIES AND DEFORMATION MECHANISM OF 14YWT NANOSTRUCTURED FERRITIC ALLOY, NFA-1</td>
<td>Alam Md Ershadul</td>
<td>Alam Md Ershadul</td>
</tr>
<tr>
<td>61</td>
<td></td>
<td>Lithium evaporation and redeposition experiments under high density linear plasma dumping</td>
<td>XiaoGang Cao</td>
<td>XiaoGang Cao</td>
</tr>
<tr>
<td>125</td>
<td></td>
<td>Microstructure and Shear Strength of Diffusion Bonded SiC/W Joint: Effect of Sintering Additive Amount in SiC</td>
<td>Zhong Zhihong</td>
<td>Zhong Zhihong</td>
</tr>
<tr>
<td>233</td>
<td></td>
<td>BRAZING OF Be WITH CuCrZr-BRONZE USING COPPER-BASED FILLER METAL STEMET</td>
<td>Suchkov Aleksei</td>
<td>Suchkov Aleksei</td>
</tr>
<tr>
<td>15</td>
<td></td>
<td>Study on the dynamic recrystallization of V-5Cr-STi alloy during hot working</td>
<td>Li Yufei</td>
<td>Li Yufei</td>
</tr>
<tr>
<td>164</td>
<td></td>
<td>Improvement of mechanical properties for V-4Cr-4Ti alloys by partial substitution of vanadium for tantalum</td>
<td>Miyazawa Takeshi</td>
<td>Miyazawa Takeshi</td>
</tr>
<tr>
<td>79</td>
<td></td>
<td>Manufacturing of Stainless Steel / CuCrZr Transition Ring by Explosive Welding Method</td>
<td>Firdaouss Mehdi</td>
<td>Firdaouss Mehdi</td>
</tr>
<tr>
<td>16</td>
<td></td>
<td>Synergistic effects of PKA, hydrogen and helium on primary damage formation in W–0.1%He-0.7%H</td>
<td>Yu Gang</td>
<td>Yu Gang</td>
</tr>
<tr>
<td>Page</td>
<td>Po 1-38</td>
<td>PERFORMANCE OF PVD-PS TUNGSTEN COATING ON GRAPHITE UNDER THERMAL LOADING AND DEUTERIUM IRRADIATION</td>
<td>Kim</td>
<td>Hyunmyung</td>
</tr>
<tr>
<td>------</td>
<td>---------</td>
<td>--------------------------------------------------------------------------------------------------</td>
<td>-----</td>
<td>-----------</td>
</tr>
<tr>
<td>137</td>
<td>Po 1-39</td>
<td>DAMAGING OF TUNGSTEN AND TUNGSTEN-TANTALUM ALLOY EXPOSED IN ITER ELM-LIKE CONDITIONS</td>
<td>Makhla</td>
<td>Vadym</td>
</tr>
<tr>
<td>181</td>
<td>Po 1-40</td>
<td>Design and application of flowing liquid lithium limiter on EAST tokamak</td>
<td>Zuo</td>
<td>Guizhong</td>
</tr>
<tr>
<td>214</td>
<td>Po 1-41</td>
<td>EFFECT OF IMPURITY LAYER FORMATION ON D RETENTION IN LHD PLASMA EXPOSED W</td>
<td>Oya</td>
<td>Yasuhisa</td>
</tr>
<tr>
<td>234</td>
<td>Po 1-42</td>
<td>Development of a kinetic Monte Carlo framework to assess the amorphous hydrogen-saturated carbon surfaces</td>
<td>Yang</td>
<td>Zhangcan</td>
</tr>
<tr>
<td>259</td>
<td>Po 1-43</td>
<td>A MOLECULAR DYNAMICS STUDY OF SUB-SURFACE MIXED HYDROGEN-HELIUM BUBBLES IN TUNGSTEN</td>
<td>Bergstrom</td>
<td>Zachary</td>
</tr>
<tr>
<td>289</td>
<td>Po 1-44</td>
<td>INFLUENCE OF NITROGEN PRE-IRRADIATION ON DEUTERIUM BLISTERING AND RETENTION IN TUNGSTEN AT DIFFERENT TEMPERATURES</td>
<td>Qin</td>
<td>ShaoYang</td>
</tr>
<tr>
<td>316</td>
<td>Po 1-45</td>
<td>APPLICATION OF OPTICAL REFLECTIVITY MEASUREMENTS TO DIAGNOSTICS FOR PLASMA FACING MATERIALS</td>
<td>Miyamoto</td>
<td>Mitsutaka</td>
</tr>
<tr>
<td>Page</td>
<td>Po 1-52</td>
<td>Title</td>
<td>Authors</td>
<td></td>
</tr>
<tr>
<td>------</td>
<td>---------</td>
<td>----------------------------------------------------------------------</td>
<td>-------------</td>
<td></td>
</tr>
<tr>
<td>63</td>
<td>Po 1-52</td>
<td>EXPERIMENTAL INVESTIGATION OF HIGH He/dpa MICROSTRUCTURAL EFFECTS IN NEUTRON IRRADIATED B ALLOYED EUROFER BY MEANS OF SMALL ANGLE NEUTRON SCATTERING (SANS) AND ELECTRON MICROSCOPY</td>
<td>Coppola, Roberto</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Page</th>
<th>Po 1-51</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>246</td>
<td>Po 1-51</td>
<td>Tungsten “smart” alloys for future fusion needs</td>
<td>Litnovsky, Andrey</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Page</th>
<th>Po 1-50</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>123</td>
<td>Po 1-50</td>
<td>Strain life analysis of First Wall mock up under ITER-relevant operation conditions</td>
<td>Du, Juan</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Page</th>
<th>Po 1-49</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>490</td>
<td>Po 1-49</td>
<td>STUDY OF RADIATION DAMAGE AND PLASMA EFFECT ON TUNGSTEN</td>
<td>Ryazanov, Alexander</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Page</th>
<th>Po 1-48</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>439</td>
<td>Po 1-48</td>
<td>Evolution of morphology of tungsten fuzz nanostructure under ion bombardment</td>
<td>Sinelnikov, Dmitry</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Page</th>
<th>Po 1-47</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>376</td>
<td>Po 1-47</td>
<td>INVESTIGATING THE OXIDATION BEHAVIOUR OF PURE TUNGSTEN IN HELIUM ATMOSPHERE</td>
<td>Habainy, Jemila</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Page</th>
<th>Po 1-46</th>
<th>Title</th>
<th>Authors</th>
</tr>
</thead>
<tbody>
<tr>
<td>353</td>
<td>Po 1-46</td>
<td>Evaluation of the cool-down behavior of FW beryllium tiles in ITER for an early failure detection</td>
<td>Weber, Thomas</td>
</tr>
<tr>
<td>Page</td>
<td>Po 1-54</td>
<td>Title</td>
<td>Authors</td>
</tr>
<tr>
<td>------</td>
<td>---------</td>
<td>------------------------------------------------------------------------------------------------</td>
<td>-------------------</td>
</tr>
<tr>
<td>51</td>
<td></td>
<td>PEBBLE FABRICATION OF NOVEL ADVANCED TRITIUM BREEDERS USING A SOLID SOLUTION OF Li2+xTiO3+y WITH Li22rO3</td>
<td>Hoshino Tsuyoshi</td>
</tr>
<tr>
<td>62</td>
<td></td>
<td>MAGNETIC FIELD EFFECT ON THE CORROSION PROCESSES AT THE INTERFACE EUROFER WITH PB-17LI FLOW</td>
<td>Carmona Maribel</td>
</tr>
<tr>
<td>258</td>
<td></td>
<td>Molecular Dynamics Simulations of Radiation Cascades and its effects on the properties of Lithium Ceramics</td>
<td>Annabattula Ratna Kumar</td>
</tr>
<tr>
<td>300</td>
<td></td>
<td>HYDROGEN RETENTION BEHAVIOR IN BERYLLIDE PEBBLES AS ADVANCED NEUTRON MULTIPLIERS</td>
<td>Yuta Fujii</td>
</tr>
<tr>
<td>42</td>
<td></td>
<td>PLASMA ETCHING TO ENHANCE THE SURFACE INSULATING STABILITY OF ALUMINA FOR FUSION APPLICATIONS</td>
<td>Malo Marta</td>
</tr>
<tr>
<td>160</td>
<td></td>
<td>DEPOSITION OF Er2O3 COATING AND ITS STRUCTURAL, MICROSTRUCTURAL, ELECTRICAL AND OPTICAL STUDIES</td>
<td>Rayjada Pratipalsinh A</td>
</tr>
<tr>
<td>3</td>
<td></td>
<td>FRACTRUE MECHANISM OF LARGE DIAMETER INCONEL FASTENER DURING HIGH LOAD</td>
<td>Li pengyuan</td>
</tr>
<tr>
<td>188</td>
<td></td>
<td>Development of Quantitative Analysis Method for Tritium using by Hydrophobic Platinum Catalyst</td>
<td>EDAO YUKI</td>
</tr>
<tr>
<td>Page</td>
<td>Po 1-62</td>
<td>Dissolution behavior of lithium compounds in ethanol</td>
<td>Furukawa Tomohiro</td>
</tr>
<tr>
<td>------</td>
<td>---------</td>
<td>------------------------------------------------------</td>
<td>-------------------</td>
</tr>
<tr>
<td>378</td>
<td>Po 1-63</td>
<td>CONCEPTUAL DESIGN FOR IRRADIATION MODULES AT ESS TARGET STATION</td>
<td>Lee Yongjoong</td>
</tr>
<tr>
<td>495</td>
<td>Po 1-64</td>
<td>Analysis of gaps in the steels database for EUROFER as structural material for DEMO</td>
<td>Gonzalez de Vicente Sehila Maria</td>
</tr>
<tr>
<td>145</td>
<td>Po 1-65</td>
<td>NEUTRON ENERGY SPECTRUM INFLUENCE ON MICROSTRUCTURE DEVELOPMENT AND IRRADIATION HARDENING OF TUNGSTEN</td>
<td>Fukuda Makoto</td>
</tr>
<tr>
<td>260</td>
<td>Po 1-66</td>
<td>FABRICATION OF LOW ACTIVATION FERRITIC-MARTENSITIC STEELS CONTAINING 54Fe ISOTOPE</td>
<td>Yamamoto Yukinori</td>
</tr>
<tr>
<td>385</td>
<td>Po 1-67</td>
<td>DEFECTS EVOLUTION AND HARDENING OF TUNGSTEN UNDER 200 KEV HE-IONS IMPLANTATION AT 800 oC</td>
<td>Cui Minghuan</td>
</tr>
<tr>
<td>37</td>
<td>Po 1-69</td>
<td>BUBBLES NUCLEATION ON EUROFER97 AND EU-ODS EUROFER UNDER He IMPLANTATION</td>
<td>Fernandez Pilar</td>
</tr>
<tr>
<td>81</td>
<td>Po 1-70</td>
<td>MICROSTRUCTURAL STABILITY OF ODS Fe-14Cr(-2W-0.3Ti) STEELS AFTER SIMULTANEOUS TRIPLE IRRADIATION</td>
<td>Scepanovic Masa</td>
</tr>
<tr>
<td>Page</td>
<td>Po 1-71</td>
<td>CHARACTERIZATION OF MICROSTRUCTURAL CHANGES IN IRRADIATED GRAPHITE</td>
<td>Katoh</td>
</tr>
<tr>
<td>------</td>
<td>---------</td>
<td>---------------------------------------------------------------</td>
<td>-------</td>
</tr>
<tr>
<td>257</td>
<td>Po 1-72</td>
<td>Microstructural evolution of T91 during in situ ion irradiation at elevated temperatures</td>
<td>Liu</td>
</tr>
<tr>
<td>357</td>
<td>Po 1-73</td>
<td>VERY HIGH DOSE SWELLING AND PHASE STABILITY IN ION IRRADIATED F-M ALLOYS</td>
<td>Was</td>
</tr>
<tr>
<td>453</td>
<td>Po 1-74</td>
<td>Microstructure evolution in EC316LN austenitic stainless steel irradiated under spectrum of high energy protons and spallation neutrons</td>
<td>Shen</td>
</tr>
<tr>
<td>162</td>
<td>Po 1-75</td>
<td>Impact test of A508-3 Steel after neutron irradiation</td>
<td>Lin</td>
</tr>
<tr>
<td>339</td>
<td>Po 1-76</td>
<td>Strain-hardening behaviour of tungsten: macro-scale modeling and experimental validation</td>
<td>Terentyev</td>
</tr>
<tr>
<td>21</td>
<td>Po 1-77</td>
<td>DETECTION OF TRAPPING SITE OF DEUTERIUM IN TUNGSTEN BY THERMAL DESORPTION SPECTROSCOPY</td>
<td>Sato</td>
</tr>
<tr>
<td>111</td>
<td>Po 1-78</td>
<td>The grain size effect of He-ion and Si-ion irradiatied SA-Tyrannohex SiC composite and single crystal 3C-SiC under high temperature.</td>
<td>Hu</td>
</tr>
<tr>
<td>Page</td>
<td>Po 1-79</td>
<td>Title</td>
<td>Authors</td>
</tr>
<tr>
<td>------</td>
<td>---------</td>
<td>----------------------------------------------------------------------</td>
<td>-------------------</td>
</tr>
<tr>
<td>262</td>
<td></td>
<td>Kinetic Monte Carlo Modeling of Helium Bubble Evolution and Clustering in BCC Iron</td>
<td>Oaks, Aaron</td>
</tr>
<tr>
<td>327</td>
<td></td>
<td>Crack propagation in tungsten detected using acoustic emissions by laser Doppler vibrometer</td>
<td>Lee, Heun Tae</td>
</tr>
<tr>
<td>462</td>
<td></td>
<td>HYDROGEN DRIVEN MICROSTRUCTURAL CHANGES OF ODS-EUROFER UNDER TENSILE LOADING</td>
<td>Emelyanova, Olga</td>
</tr>
<tr>
<td>138</td>
<td></td>
<td>ATOM PROBE TOMOGRAPHY STUDY OF NEUTRON-IRRADIATION-INDUCED SIGMA PHASES IN TUNGSTEN</td>
<td>Edmondson, Philip</td>
</tr>
<tr>
<td>356</td>
<td></td>
<td>DEVELOPMENT STATUS OF SMALL SPECIMEN TEST TECHNIQUE IN IFMIF/EVEDA</td>
<td>Wakai, Eiichi</td>
</tr>
<tr>
<td>482</td>
<td></td>
<td>Indentation at elevated temperatures for determination of material properties of fusion relevant materials</td>
<td>Bredl, Julian</td>
</tr>
<tr>
<td>442</td>
<td></td>
<td>The solution, diffusion, and permeation of H through erbium oxide via first-principles calculations</td>
<td>Mao, Wei</td>
</tr>
<tr>
<td>43</td>
<td></td>
<td>EFFECT OF Cr CONTENT ON THE NANOSTRUCTURAL EVOLUTION OF IRRADIATED FERRITIC/MARTENSITIC ALLOYS: AN OBJECT KINETIC MONTE CARLO MODEL</td>
<td>Chiapetto, Monica</td>
</tr>
<tr>
<td>Page</td>
<td>Po 1-87</td>
<td>Evaluation of precipitation / dissolution behavior for (\alpha') phase in Fe-Cr binary alloys by atomistic simulations</td>
<td>Yang Yingjuan</td>
</tr>
<tr>
<td>------</td>
<td>---------</td>
<td>-----------------------------------------------------------------</td>
<td>---------------</td>
</tr>
<tr>
<td>199</td>
<td>Po 1-88</td>
<td>A GPU-based Kinetic Monte Carlo code for the evolution of defects in irradiated materials</td>
<td>Jiménez Fernando</td>
</tr>
<tr>
<td>285</td>
<td>Po 1-89</td>
<td>A phase-field model of void morphology evolution under surface energy anisotropy during irradiation</td>
<td>Liu Wenbo</td>
</tr>
<tr>
<td>384</td>
<td>Po 1-90</td>
<td>RATE THEORY MODELING FOR RADIATION-INDUCED SWELLING IN RAFM STEELS</td>
<td>Zheng M. J.</td>
</tr>
<tr>
<td>474</td>
<td>Po 1-91</td>
<td>MODELING OF HELIUM EFFECTS ON MICRO-STRUCTURAL EVOLUTION IN REDUCED ACTIVATION TEMPERED MARTENSITIC STEELS AND NANOSTRUCTURED FERRITIC ALLOYS: THE EFFECTS OF HE/DPA, TEMPERATURE, DOSE AND DOSE RATE</td>
<td>Yamamoto Takuya</td>
</tr>
<tr>
<td>430</td>
<td>Po 1-92</td>
<td>ENERGETICS OF NANOMETRIC INTERSTITIAL CLUSTERS IN FE AND W WITH AB INITIO ACCURACY</td>
<td>Marinica Mihai-Cosmin</td>
</tr>
<tr>
<td>193</td>
<td>Po 1-93</td>
<td>EXPERIMENTS ON TRITIUM GENERATION AND RELEASE FROM LIQUID LITHIUM SATURATED WITH DEUTERIUM</td>
<td>Kulsartov Timur</td>
</tr>
<tr>
<td>367</td>
<td>Po 1-94</td>
<td>HYDROGEN AND DEUTERIUM RETENTION IN THE V-4Cr-4Ti ALLOY</td>
<td>Bobyr Nikolay</td>
</tr>
<tr>
<td>Page</td>
<td>Po</td>
<td>Title</td>
<td>Author</td>
</tr>
<tr>
<td>------</td>
<td>----</td>
<td>----------------------------------------------------------------------</td>
<td>-----------------</td>
</tr>
<tr>
<td>200</td>
<td>1-95</td>
<td>Development of high corrosion resistance SiC materials for fuel cladding</td>
<td>Hyodo</td>
</tr>
<tr>
<td>315</td>
<td>1-96</td>
<td>Comparison of Passivation behavior of SS316L with That of SS304 Stainless Steel in Tritiated Water Solution</td>
<td>Oyaidzu</td>
</tr>
<tr>
<td>465</td>
<td>1-97</td>
<td>MEASUREMENT OF ADHESIVE STRENGTH BETWEEN OXIDE LAYER AND BASE METAL</td>
<td>Satou</td>
</tr>
<tr>
<td>107</td>
<td>1-98</td>
<td>RESEARCH ON THE INTERFACE OF SELF-HEALING TRITIUM PERMEATION BARRIER</td>
<td>Liu</td>
</tr>
<tr>
<td>185</td>
<td>1-99</td>
<td>STUDY OF HYDROGEN ISOTOPES INTERACTION WITH COATED HIGH GRADE GRAPHITES</td>
<td>Chikhray</td>
</tr>
<tr>
<td>436</td>
<td>1-100</td>
<td>H isotope behaviors in rutile TiO2 (110) surface</td>
<td>Mao</td>
</tr>
<tr>
<td>419</td>
<td>1-101</td>
<td>EFFECT OF IRRADIATION ON THE FRACTURE RESISTANCE OF EUROFER-97, F82H and 14%Cr-ODS STEELS</td>
<td>Lambrecht</td>
</tr>
</tbody>
</table>